94.05

94.05 - Lamps and lighting fittings including searchlights and spotlights and parts thereof,

not elsewhere specified or included; illuminated signs, illuminated name-plates and
the like, having a permanently fixed light source, and parts thereof not elsewhere
specified or included.

9405.10 - Chandeliers and other electric ceiling or wall lighting ﬁttin%s, excluding
those of a kind used for lighting public open spaces or thoroughfares

9405.20 - Electric table, desk, bedside or floor-standing lamps

9405.30 - Lighting sets of a kind used for Christmas trees

9405.40 - Other electric lamps and lighting fittings

9405.50 - Non-electrical lamps and lighting fittings

9405.60 - lluminated signs, illuminated name-plates and the like
- Parts :

9405.91 - - Of glass

9405.92 - - Of plastics

9405.99 - - Other

() LAMPS AND LIGHTING FITTINGS,
NOT ELSEWHERE SPECIFIED OR INCLUDED

Lamps and lighting fittings of this group can be constituted of any material (excluding those
materials described in Note 1 to Chapter 71) and use any source of light (candles, oil, petrol,
paraffin (or kerosene), gas, acetylene, electricity, etc.). Electrical lamps and lighting fittings of
this heading may be equipped with lamp-holders, switches, flex and plugs, transformers, etc.,
or, as in the case of fluorescent strip fixtures, a starter or a ballast.

This heading covers in particular :

(1)

2

)

4)

Lamps and lighting fittings normally used for the illumination of rooms, e.g. : hanging
lamps; bowl lamps; ceiling lamps; chandeliers; wall lamps; standard lamps; table lamps;
bedside lamps; desk lamps; night lamps; water-tight lamps.

Lamps for exterior lighting, e.g. : street lamps; porch and gate lamps; special illumination
lamps for public buildings, monuments, parks.

Specialised lamps, e.g.: darkroom lamps; machine lamps (presented separately);
photographic studio lamps; inspection lamps (other than those of heading 85.12);
non-flashing beacons for aerodromes; shop window lamps; electric garlands (including
those fitted with fancy lamps for carnival or entertainment purposes or for decorating
Christmas trees).

Lamps and lighting fittings for the vehicles of Chapter 86, for aircraft or for ships or
boats, e.g. : headlamps for trains; locomotive and railway rolling stock lanterns; headlamps
for aircraft; ships’ or boats’ lanterns. It should be noted, however, that sealed beam lamp
units are classified in heading 85.39.
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94.05

(5) Portable lamps (other than those of heading 85.13), e.g., : hurricane lamps; stable lamps;
hand lanterns; miners’ lamps; quarrymen’s lamps.

(6) Candelabra, candlesticks, candle brackets, e.g., for pianos.

This group also includes searchlights and spotlights. These throw a concentrated beam of light
(which can usually be regulated) over a distance onto a given point or surface, by means of a
reflector and lenses, or with a reflector only. The reflectors are usually of silvered glass, or of
polished, silvered or chromium-plated metal. The lenses are usually plano-convex or stepped
(Fresnel lenses).

Searchlights are used, e.g., for anti-aircraft operations, and spotlights, e.g., for stage sets and in
photographic or film studios.

(IT) ILLUMINATED SIGNS, ILLUMINATED NAME-PLATES AND THE LIKE

This group covers advertising lamps, signs, illuminated name-plates (including road signs) and
like articles such as advertising plates and address plates, of any material, provided that they
have a permanently fixed light source.

PARTS

The heading also covers identifiable parts of lamps and lighting fittings, illuminated signs,
illuminated name-plates and the like, not more specifically covered elsewhere, e.g., :

(1) Suspension assemblies (rigid or chain type) for lighting pendants.
(2) Globe holders.

(3) Bases, handles and cases for hand lamps.

(4) Burners for lamps; mantle holders.

(5) Lantern frames.

(6) Reflectors.

(7) Lamp glasses or chimneys (bottle-necked, etc.).

(8) Small cylinders of thick glass for miner’s safety lamps.

(9) Diffusers (including alabaster diffusers).

(10) Bowls, cups, shades (including skeleton wire frames for making lampshades), globes and
similar articles.

(11) Chandeliertrimmings, such as balls, pear-shaped drops, flower-shaped pieces, pendants,
small plates and the like, identifiable by their size or their fixing or fastening devices.
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94.05

Non-electrical parts of articles of this heading, combined with electrical parts, remain classified
here. Separately presented electrical fittings (e.g., switches, lamp holders, flex, plugs,
transformers, starters, ballasts) are excluded (Chapter 85).

This heading also excludes :

(a)
(b)
(©)

(d)
(©)
&)

(2
(h)

(ij)

(k)
M

Candles (heading 34.06).
Resin torches (heading 36.06).

Signs, name-plates and the like, not illuminated or illuminated by a light source not permanently
fixed, (heading 39.26, Chapter 70, heading 83.10, etc.).

Printed globes, with internal lighting fittings, of heading 49.05.
Wicks for lamps, of woven, plaited or knitted textile materials (heading 59.08).

Glass beads and fancy glass smallwares (e.g., fringes) made of threaded glass beads or bugles and
intended for trimming lampshades (heading 70.18).

Electrical lighting and signalling equipment for cycles and motor vehicles (heading 85.12).

Electric filament lamps, discharge lamps (including tubes in various complex forms such as scrolls,
letters, figures, stars, etc.) and arc lamps (heading 85.39).

Photographic flashlight apparatus (including electrically ignited photographic flashbulbs)
(heading 90.06).

Optical light-beam signalling apparatus (heading 90.13).

Medical diagnostic, probing, irradiation, etc., lamps (heading 90.18).

(m) Decorations, such as Chinese lanterns (heading 95.05).

XX-9405-3




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


